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Harvard Bridge

HAER No. MA-S3

Location: Spanning the Charles River at Massachusetts Avenue
Boston, Suffolk County
Cambridge, Middlesex County
Massachusetts

UTM: 19.327750.4691000
Quad: Boston South

Date of Construction: 1891. BRehabilitated 1924-1963 {periodically)
Present Owner : Metropolitan District Commission

20 Somergset Street
Boston, Massachusetts 02108

Present Use: Vehicular, bicycle and pedestrian bridge. A 12-~foot
vertical clearance accommodates the larger river
traffic,

Significance: The Harvard Bridge is located in the Charles River

Basin Historic District.

Project Informaticon: The superstructure of the Harvard Bridge is going to
be reconstructed due to its substandard condition.
E. Lionel Pavlo Engineering Company, Inc. of Boston
has been contracted by the State of Massachusetts
Depar tment of Public Works to design the new super-
structure. Pavlo Engineering is also responsible for
the HAER documentation on the structure.

Idited and
Transmitted by: Jean P. Yearby, HAER, 1987
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HISTORICAL EVENTS ASSOCIATED WITH THE HARVARD BRIDGE

Boston and Cambridge became the cities they are today by developing and
incorporating their surrounding communities. Much of Boston's lowlands and
surrounding bays were undeveloped in the early 1800s. By the mid-1800s, the
Bay Bay area, on filled land, had become one of Boston's most desirable
areas. As its population grew, so did the need for a direct access route in
and out of the city.

Agitation by residents of both Boston and Cambridge for the construction of a
new bridge resulted in an act authorizing such construction in 1874, On

April 14, 1882, in the Act of 1882, both cities received authorization from
the State Legislature to construct the proposed structure, Plans were

submi tted for the bridge by City Engineer Henry M. Wightman of Boston and City
Engineer William $. Barbour of Cambridge, in 1882, The city of Boston
rejected the plans because they did not provide for a draw—span to accommodate
the larger river traffic. fThe Act of 1885, an amendment to the Act of 1882,
stated that a draw with an opening of at least 36 feet would be provided.

Finally, in 1887, the city of Cambridge petitioned the Legislature for an act
to force Boston to build its half of the bridge. The mandatory 2act of 1887
provided for a Board of Commissioners which included the Mayor of Boston, Hugh
O'Brien; the Mayor of Cambridge, William E. Russell, and a third member,
Ieander Greeley of Cambridge, selected by them. These three men formed the
original Board of Bridge Comnissioners for the Harvard Bridge.

The construction of Massachusetts Avenue (formerly West Chester Park) was
included in the plan. Boston and Cambridge shared the expenses which amounted
to $510,642.86.

Here, it is interesting to guote the 1892 report of the Harvard Bridge
Commigsioners, MNathan Matthews, Jr., Mayor of Boston, and Alpheus B. Alger,
Mayor of Cambridge:

"The effect that the bridge will have upon both cities is obvious.
The low land and marshes on the Cambridge side, formerly almost
valueless, have been filled in and have become valuable; and
Cambridge is now connected with the choicest residential portions
of Boston. The residents of the Back Bay, South End, Roxbury, and
other southern sections of Boston are now connected directly, by
way of West Chester Park (now Massachusetts Avenue) and the bridge,
with Cambridge, Belmont, Arlington, and adjacent towns; and this
thoroughfare in Boston, it is believed, will ultimately be the
central one of the city." (Harvard Bridge--Boston to Cambridge,
Boston: Press of Rockwell, March 1892, p. 30.)
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The Harvard Bridge, named in honor of Reverend John Harvard, founder of
Harvard (ollege, was completed and open to traffic on September 1, 1891, under
the direction of Chief Engineer William Jackson and Principal Assistant
Engineer John E. Cheney. The length of the bridge between centers of bearings
on abutments if 2,164 feet, 9 inches.

The majority of the bridge measured 69 feet, 4 inches in width (center to
center of the bridge rail) and provided a 51 foot, O inch roadway and two 9
foot, 2 inch sidewalks. The roadway allowed for two streetcar tracks, and two
lanes for horse-drawn vehicles. In the original design, a movable span
accommodated the larger river traffic at the midspan of the bridge. A wooden
pler supported a turntable and double cantilevered, electrically-powered swing
span, approximately 149 feet in length, and a bridge caretaker's house. The
draw-gspan was narrower than the rest of the structure, measuring only 48 feet,
4 inches from center to center of the cutside bridge railings.

The original roadway and sidewalk stringers were hard pine, generally 14

inches deep by 4 inches thick in section. The roadway wearing surface
consisted of two-inch thick spruce. The sidewalk wearing surface was asphalt,
approximately 1-1/4 inch thick, guarded by heavy gage cast iron curbs provided
with iron drainage scuppers. Railings for the sidewalk were of wrought iron
and of an ornamental design. The undercourse of the roadway and sidewalk, on
fixed spang, was 4-inch thick spruce and 2-1/2-inch thick spruce, respectively.

From 1891, the opening of the bridge, to 1924, only minor alterations were
made to the bridge. Three-foot wide bicycle paths were installed adjacent to
each curb on either side of the bridge in 1898. Wood block paving replaced
the original spruce surface. In 1905, the old sidewalks were replaced with
three-inch thick hard pine, 1In 1912, wood block pavement was installed on the
fixed spans, replacing the previous wood decking. This was repaired again in
1918.

Completion of the Charles River Dam in 1910 marked the end of tidal influence
on the basin. The water level in the basin is regulated at the dam and is
kept fairly constant., Construction of new sewers and sewer interceptor
conduits were performed concurrently with the dam and embankment
construction., With the completion of the entire improvement program in 1910,
the Charles River Basin became more of an attraction, rather than a nuisance
to Boston area residents.

In 1924, the Metropolitan District Commission (MDC) took charge of the Harvard
Bridge. During this time, major alterations were made. All deck elements

were removed down to the wrought iron floor beams. Steel I-beams replaced the
wooden stringers under the roadway and sidewalks. Six-inch hard pine planking
covered the stringers and supported 3-1/2-inch thick vitrified brick pavement
set in one-inch thick mastic binder. New streetcar tracks were installed.
Reinforced concrete slabs, three-inches thick, replaced the wooden sidewalks on
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both sides and a 12-inch high by 9-inch wide concrete curb was ingtalled
between the sidewalk and the roadway. New structural steel hangers replaced
the old wrought iron ones.

The subsurface conditions across the Charles River are typical of those
regions in Boston which are underlain by clay, except that the depths of clay
at the location of the Harvard Bridge are extreme, This Is due to a fault
whose trend approximates the existing Charles River. Thus, the profile is as
follows: from a depth of approximately 300 feet below existing ground to 200
feet below existing ground, there is a very dense till composed of gravel and
boulders with a silt-clay matrix. From a depth of 200 feet below the surface
to approximately 30 feet below the surface is the Boston Blue Clay (BBC). The
clay stratum is overlain by thin layers of sand, gravel and £ill. The BEC is
overconsolidated to a depth of approximately 70 feet, rising from
desiccation, Therefore, the crust is very stiff with a preconsolidation
pressure on the order of six to eight tons per square foot. It becomes less
gtiff with depth at elevation 65 {Boston Base, The clay is normally
consolidated,

The Harvard Bridge is supported on granite piers that are alternately spaced
at 75 feet to 105 feet apart. The longer spans are cantilevered and the
shorter spans are suspended between the cantilevers,

The original substructure consisted of two masonry abutments, twenty-three
masonry piers, and a pile foundation and fender—pier for the swing span. The
number of piles per pier were 112, excepting for the middle Piers 11 and 12
where they increased to 140. These were spruce piles. The foundation of the
draw was made of ocak piles capped with hard pine timber. The abutment at the
Boston end rests on vertical piles, the abutment on the Cambridge end and
Piers 21, 22 and 23 (these are Piers 22, 23 and 24 in the existing structure)
bear directly on gravel. The rest of the piers are placed on pile
foundations, with the outer piles inclined at one horizontal to twenty
vertical.

The original substructure consisted of 23 masonry piers. In 1924, the movable
swing span was modified into two fixed spans and was widened to be consistent
with the remainder of the structure. 1In order to achieve this, two separate
pedestals were constructed on elther side of the original turntable supported
oh timber piles capped 15 inches below the water level with a plank platform
on which was poured a two-foot thick reinforced concrete footing. Granite-—
faced concrete pier stems, similar in exterior appearance to the original
piers, were constructed on the concrete footings, thus increasing the number
of piers from 23 to 24. Two new main steel plate girders were erected

11 feet, 6 inches outside each existing draw girder, spanning from the new
pier to the original piers (Pier 11 and Pier 13) on either side of the old
draw span. The original wrought iron girders were retained and were modified
to connect to the original floor beams which frame into the ends of the
original wrought iron girders overhanging Piers 11 and 13. Two trusses were
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erected along the centerline of the bridge to support the central portion of
the deck and were connected to the two deep original wrought iron cross girders
which frame into the draw girders 11 feet, 8 inches on either side of the
centerline of Pier 12. The other end of these two identical trusses bears on
Piers 11 and 13.

Apart from the elimination of the movable span, the Harvard Bridge provided
the same service as it had prior to 1924. ‘wo sidewalks and two roadways
raised the level of service of the ever-increasing volume of traffic along the
Harvard Bridge, no longer constricted by the old, narrower draw span and
equipped with more durable wearing surfaces.

Increased concern over the busy intersection at Massachusetts Avenue and
Memorial Drive led to the construction of an underpass in 1931. The underpass
carried Memorial Drive under Massachusetts aAvenue at the Cambridge end of the
bridge, thus eliminating traffic conflicts with trolley cars and automobiles.
The underpass is a "bathtub" type structure with granite block pavement,
granite curbing and granite-faced retaining walls founded on concrete caissons.
Concrete-enclosed I-beams supporting Massachusetis Avenue bear on the retaining
walls,

The Harvard Bridge, formerly referred to as the "Xylophone Bridge" because of
the "music" it played as vehicles travelled along its wooden decking, had its
last major overhaul in 1949, The old wooden deck, installed in 1924, was
removed and replaced three-inch steel "I-beam Lok" grating filled with concrete
and topped with a 2-1/4~-inch bituminous wearing surface., All bearings were
replaced. The trolley car tracks and granite blocks were removed. The old
trolley poles were retained for the street lights which still exist. The
existing steel stringers remained in use, The framing suppor ting the sidewalks
in Span 2 was modified to accommodate ramps connecting Storrow Drive to both
sides of the bridge. New steel brackets were riveted to the existing main
wrought iron plate girders and new wide flange steel stringers were installed.

In the autumn of 1958, the 'brothers® of the lLamda Chi Alpha fraternity,
located on the Boston side of the Charles River, developed a unique measurement
for the length of the Harvard Bridge, 364 SMCOTS plus cne ear. What is a
SMOOT? A SMOOT is a person. Oliver Smoot, a member of Lamda Chi Alpha,

became the first human ruler, His ‘brothers' calibrated the bridge, with his
body marking every 10 SMOOTS. Today, pedestrians relay on the SMOOTS to
estimate how far they have to go to get to Cambridge without locking up into
the wind. The SMOOTS are repainted every six months by the pledges of Lamda
Chi alpha.

The three-inch thick reinforced concrete slabs, installed in 1924, were
replaced with 3-inch thick precast, prestressed concrete panels in 1962. New
concrete curbs were installed, and the old bridge rail was replaced.
Throughout the history of the bridge, the deck expansion joints have been
adjusted and repaired many times.



Harvard Bridge
HAER No. MA-53
(Page ©)

The existing Harvard bridge is a structure whose components have been in
service for varying lengths of time, The original substructures and Pier 12,
constructed some 33 years later, are still in use. The two fixed spans
replacing the original swing span and the construction of Storrow Drive ramps
to Span 2 were the only modifications made to the original wrought iron
members. The present steel stringers have been in service since 1924, the
deck since 1949, and the sidewalks sihce 196¢2.

In 1969, extensive repairs were made to the 15 expansion dams located along
the bridge. An expansion dam is a steel joint with a liner designed to expand
and contract with cold and hot conditions. The MIC repaired the majority of
these dams, but in extreme cases they installed new ones. Other than these
adjustments, the Harvard Bridge has remained untouched until the recent
replacement of faulty hangers.

Since 1971, the MDC has been receiving complaints from pedestrians that the
passing of a truck or bus causes vibrations in the bridge. It is important to
remember that the Harvard Bridge was originally designed for horse-drawn
vehicles and trolley cars, Eighteen-wheel trucks weighing up to 36 tons were
not even envisioned, let along expected to travel along the bridge. Increased
volumes of traffic have taken their toll on the 93-year—old structure over the
years. As a result of the recent enforcement of Highway Safety Standards, in
1283, the MDC shut down the outer two travel lanes along the historic
structure due to substandard conditions,
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HARVARD BRIDGE

Chronological Order of Events

Act of 1874, first proposal for a bridge connecting Cambridge to
Boston,

Act of 1882, Boston rejects the plans due to the omission of a draw
span in the Act,

Act of 1884, provided for the construction plans to be started.
Act of 1885, Amendment to the Act of 1882; draw span included.
Mandatory Act of 1887, authorization for the construction of the
bridge. Mayor of Boston, the Mayor of Cambridge and one discreet
person chosen by them shall constitute the Board of Commissioners.
Cost te be 500,000.00 dollars.

construction plans including a draw span (rotating), executed by
William Jackson (Engineer for Commissioners).

(September 1) Bridge completed and opened for travel.
Three-foot wide bike paths built adjacent to the curbs,

Crec-resinate paving and planking (woodblock paving) installed on
fixed spans.

All sidewalks replaced with three-inch thick hard pine.
Woodblock pavement installed on the fixed spans.
Planking and paving.

Bridge maintenance and ownership transferred to the Metropoli tan
District Commission

The draw span was removed and replaced with two fixed spans,

Memorial Drive underpass constructed to eliminate trolley vehicular
traffic conflicts at Cambridge end of bridge.
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Deck Reconstruction - 2-1/4" bituminous wearing surface on three-inch
thick "I-beam Lok" grating.

Streetcar tracks removed from bridge.

Storrow Drive construction,

New sidewalks installed.

Extensive repairs to fifteen expansion dams

Dr. Ieet {a professor at Northeastern University) completed his
analysis of the Harvard Bridge. Findings led to the posting of load
restrictions on bridge (25-ton limit center lanes, 15 tons outside
lanes).

{(March) 15-ton limit posted for entire bridge for safety reasons.

(July 1) rFailure of two hangers at Span 14 causes a shutdown on outer
lanes.

(July 5) All huses and trucks prohibited from bridge.
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HARVARD BRIDGE

BOSTON TO CAMBRIDGE
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To Tr-E Crry GOVERNMENTS OF DBOSTON AND
CAMBRIDGE!

Gentlemen : The Commissioners authorized by
Chapter 282 of the Acts of 1887, to construct a
bridge over Charles River between Boston and
Cambridge, have substantially completed the task
assigned to them, and herewith transmit to your
honorable bodies a statement of their acts, with a
brief deseription of the bridge known as * Har-
VARD BRIDGE,” which was constructed wunder the
authority given them.

Respectfully submitted,

AvprEUS B. ALGER,
Natuan MarTiews, JR.,
Georee W. GALE,

Harcard Bridge Commissioners.

Mamcu, 1802.
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HARVARD BRIDGE.

+

? ]

In 1874 the construction of a new bridge be-
tween DBoston and Cambridge was agitated by
residents of both cities. In that year the Legis-
lature passed two Acts, Chapters 175 and 314,
* authorizing the construction of a new bridge and
avenne across the Charles river, between Bostou
and Cambridge.” Nothing, however, was done
about the matter, and the subject was not agitated
again until 1882, when, by Chapter 155 of the Acts
of that year, the cities of Boston and Cambridge
were authorized to construct and maintain a bridge
over Charles river, which Act was approved April
14, 1882. Its provisions are as follows:

[Caar. 155, Acrs or 1882.]

AN ACT TO AUTHORIZE THAE CITIE3 OF BOSTON AND CAMBRIDGE TO
CONSTRUCT AND MAINTAIN A DRIDGE OYER CIIARLES RIVER.

Be it enacted, elc., as follows:

Skcrion 1. The cities of Boston and Cambridge are author.
ized to counstruct 8 bridge and averuc across Charles river,
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6 DARVARD BRIDGE.

from a point on DBeacon strect, in Boston, to a point in
Cambridge, west of the westerly line of the Doston and Albany
railroad. The location of said bridge and avenuc shall Dbe
determined hy the city councils of said cities acting separately,
subject to the approval of the board of harbor and land com-
missioners, so far as it affects the harbor, and subject, moreover,
to the limitation tbat the line thereof shall not be north-east
of & line drawn from the junction of Beacon street and West
Chester park, in Boston, to the jonction of the harbor line
with Front street, extended, in Cambridge, nor south-west of
a line drawn from the junction of DBeacon street, Brookline
avenue anod Brighton avenue, in DBoston, to the jonction of
the Boston and Albany railroad with Putoam avenue, extended,
in Cambridge. Said bridge shall have a draw with a clear
opening of at least thirty-eight feet in width for the passage
of vessels.

Secr. 2. Said bridge shall be constructed of such materials
as the said cities may agree npon, but on iron or stonc piers
and abutments, to be of such =size, shape, and cohstruction,
and be at such distance from one another, as the said board
of harhor aud Iand commissioners, upon application made by
gaid cities upon snch notice 23 said board may deecm proper,
and after a hearing thercon shall determine and certify to each
of said citics; and po pier or shutment shall be built except
in accordance with such certificate. The avenue, with the ex-
ception of the portion between the harbor lines, mnj be con-
structed of solid flling, with ibe approval of the said board
of harbor and land commissioncrs. Neither city se-..ately shall
cuter npon the construction of said bridge, but they shall

jointly proeced to construct the same in accordamce with plaus
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to be snbmitted to and approved by the councils of said cities
concurrently, and by the said board of harbor and land com-
missioners. '

Secr. 3. Each city may within its own limits purchase or
othcrwise takke lands, not excecding ome huudred and twenty-
five feet in +width, for sald bridge and avenue; and all the
proceedings relating to such taking shall be the same as in
the case of land taken for highways within said cities respec.
tively, with like remedies to sll parties interested; and hetter-
mcnts may be assessed for the construction of said bridge
and avenue in each city in likc manner as for the laying out
of highways under the betterment acts in force in each city
respectively, with likc remedies to all parties interested.

Secr. 4. Each of said cities shall bear the expense, includ-
ing land damages, of cobstructing such part of said hridge
and avenne as lies npon its own side of the Charles river;
but the expense of coustructing so mach thereof, including the
draw, as shall lie between the harbor lines, shall he borme hy
both cities in such proportion as may he agreed upon by the
two cities, Thc care and managcment of said bridge and
draw shall be vested in a hoard of commissioners consisting
of one person from each city, chosen in accordance with such
ordinances as said cities shall respectively estahlish, and until
such commissioners are chosen the mayors of " said cities shall
ex-officiis constitute such commissioners.

Srer. 5. Said avenue aud hridge when completed shall be
a public bizghway, and the expense of maintaiving in repair
that part thercof which lies between the barbor lines and of
koeping the draw in repnir, and of tending tiue draw day and

night for tue passage of vessels, shall be borue equally by
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8 HARVARD BRIDGE.

the two cities, and all damages rccovered by rcason of saany
defect or want of repair in that part of the bridge between
the harbor lines, or in the draw shall bc paid equally by
said cities.

Secr. 6. Said avenue may cross at grade any railroad oper-
ated by steam, and the board of railroad commissioners chall,
opon the application of either city or any railroad corporation,
prescl;ibe the details of the crossing, and certify to the parties
its decision, which decision may be enforced by proper pro-
cess in equity.

Secr. 7. Each of said cities may issne bonds in payment
in wbole or in part of tbe expense incurred by it, under this
Act. Sucb bonds maj bear interest, payable semi-annuoally, at
a rate not excecding six per ccnt. per annum, and shall be
payable at such time not less than ten nor more than thirty
years from their respective dates as shall be determined by
said cities respectively, and expressed npon the face of the
hcnds. Nothing, however, contsined berein shall warrant an
increase of municipal indebtedncss beyond the limitation pre-
scribed by Section four of Chapter twenty-nine of the Publio
statntes, '

Sect. 8. This Act shall be void unless that portion of the
bridge between the harbor lines shall be constructed within ten
years from the passage hercof. [ dpproved April 14, 1882,

Under the above Act, City Engineer Ienry M.
Wightman, of Boston, and City Engineer William
3. Barbour, of Camludge, made reports to their

respective city govermmnents, submitting plans for
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the bridge. (See Annual Report of City Engineer
of Boston, 1885.) |

This Aet was not satisfactory to Boston; chiefly
because it did not provide for an overhead cross-

ing of the Grand Junction Branch of the Boston
& Albany Railroad.

In 1885 an Act was passed — Chapter 129, ap-
proved April 3, 1885 — amending the previous Act
so that the draw should have a clear opening of
at least thirty-six feet. The Act was as follows:

[Crar, 129, Acts or 1885.]

AN AcCT TO AMEND AN ACT TO AUTHORIZE THE CITIES OF BOSTON
AND CAMIDRIDGE TO CONSTRUCT AND MAINTAIN A BRIDGE OVER
CHARLES RIVER.

Be it enacted, etc., as fullows:

The first Scction of the one hundred and fifty-ifth Chapter
of the Acts of the year eighteen hondred and eighty-two, en-
titled * An Act to authorize the cities of Boston and Cambridge
to construct and maintain a bridge over Charles river,” is
amended so as to require that said bridge shall have a draw
with a clear opening of at least thirty-six feet in width for
the passage of vessels, and shall not be reguired to have a
draw of greater width, until the several bridges over Charles
river below said bridge are required to have draws of a greater
clear opcning than thirty-six feet, when the draw in said bridge
shall be widened so as to conform thereto. [Approved dpril 3,
18805,
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In 1887 the city of Cambridge pctitioned the
Legislature for an Act to compel the ecity of
Boston to build its portion of the bridge. This
action led to a great deal of discussion of the
whole subject, and resulted in the passage of
Chapter 282 of the Acts of 1837, approved May
18. 'This was a mandatory Act, which provided for
the appointment of a Commission consisting of the
Mayor of Boston, the Mayor of Cambridge, and
a third discreet person to be selected by them.
It further provided that each city should pay half
the expense, and the city of Boston was author-
ized to raise not exceeding $250,000 for this pur-
pose, in excess of its debt limit.

This Act of 1887, which gave the Commission-
ers full powers, was as follows:

[Caae. 282, Acts or 1887.)

AN ACT IN FURTHER AMEKDMENT OF AN ACT T0 AUTHORIZE THE
CITIES OF BOSTOX AND CAMBRIDGE TO CONSTRUCT AND MAINTAIN A
BRIDGE OVER CHARLES RIVER.

De it enacted, etc., as follows:

Secrrox 1. The mayor of the city of Boston for the time
being, tho mayor of the city of Cambridge for the time bleing,
and one discreet person to be appointed by them, who shall
hold his office until removed by the concurrent action of both
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of sgid mayors, shall constitute a board of commissioners, and
in case said mayors fail to appoint said third commissioner,
upon the rcquest of either of them, the governor by and with
the advice and counsent of the council shall appoint said third
commissioner, and sa2id board is hereby authorized and required
to construct a bridge and avenune across Charles river, between
West Chester park, in DBoston, and Front strect, extended, in
Cambridge, substantially in accordance with plans prepared by
the city engineer of the city of DBoston, dated Deccmber,
cighteen hnndred and eighty-four, and approved by the city
councils of said cities; suhject, however, to the approval of
said plans by the board of harhor and land commissioners,
and subject to the provisions of Chapter one hundred and
fifty-five of the Acts of the year eighteen hundred and eighty-
two, and Chapter one hundred and twenty-nine of the Acts of
the year cighteen hnndred and eighty-five, except so f:u; as
aaid Acts are modified by this Aet; aod it shall be the ducy
of each of said cities to raise, and .npon the requisition of
said commissioners, to pay one-half of the expenses incuarred
in building said bridge and avenu¢ between the harbor lines as
now established by law on said river, including the draw sand
draw-piers.

Secr. 2. The city of Boston, in order to defray its share
of the cost of building said bridge, is authorized to raise not -
exceeding two hundred asnd fiftty thousand dollars, by loan, in
excess of the limit prescribed by law.

Sect. 3. Said commissioners, with the approval of the boards
of aldermen of the two cities, and of the board of harbor and
land commissioners, and subject to the provisions of Chapter

one hundred and ffty-five of the Acts of the year eighteen
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hundred and eighty-two, may cbange, slter, and modify the
plans of said bridge.

Spcr. 4. The boards of aldermen of said cities may by con-
current vote authorize the ruoning of street-cars over szid
bridge, and may set apart a portion of said bridge for the
special use of strect-cars on such conditions, and subject to
such regulations, as said boards may adopt.

Sect. 5. This Act shall take effect upon its passage. [dp-
proved May 18, 1887.

A further Act, providing for the compensation
of the third Commissioner, was passed, — Chapter
302 of the Acts of 1888, approved May 4,—and
reads as follows:

[Cmae. 802, Acrs of 1888.]

AX ACT PROVIDING FOR THE COMPENSATION OF THOE COMMISSIONER
OF ‘TOE YEW BRIDGE BETWEEN THE CITIE3 OF ROSTOX AND CAM-
BRIDGE, APFOINTED BY THE MAYORS OF SAID CITIES. ‘

Be it enacted, ete., as follows:

Secriox 1. The member of the board of commissioners estab-
lished by virtue of chapter two hundred and eiglty-two of the
Acts of tbe year eightecn hundred and eighty-seven, for the
purpose of building a new bridge between Boston and Cam-
bridze, appointed by the mayors of said eities, shall receive
for his services from the date of anch appointment such compensa-
tion as the board of sldermen of the rity of Roston and ibe

board of uldermen of the city of Cawiridge way by cou-
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current action establish; to be paid as other cxpeuses of build-
ing said bridge are paid.

Seer. 2. This Act shall take effect upon its passage. [dp-
proved May 4, 1888.

Under the Act of 1887 the Mayors of Boston
and Cambridge, Hugh O’Brien and William E.
Russell, met at the City Hall, Boston, on May
20, and appointed Leander Greeley, of Cambndtre,
as the third Commissioner.

On May 21 the Commission organized by the
choiee of Hugh O’Brien as Chairman, Woalter
H. French as Secretary and Clerk, and William
Jackson as Engineer. On September 19 Jobn E.
Chency was appointed Principal Assistant Engineer.

‘When it beeame evident in 1887 that the bridge
wag to be constructed without further delay, many
citizens of each city thought that it should be a
specially ornamental strueture, to cost upwards of
$1,000,000.

The Act of 1887, however, directed the Commis-
sioners to bunild a bridge substantially in accerdance
with 2 plan the estimated cost of which -vus
about $500,000.

The plan referred to in the Act provided for a
‘wooden pile structure with stoue paving for the
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first 200 feet from the Boston end, it being sup-
posed at that time that the extension of the
Charles River Embankment would cover that space;
but upon the filing of the specifications with the
Barbor and Land Commissioners they required that
the whole distance between .the Harbor Commis-
sioners’ line — that is, about 2,155 feet — should
consist of iron spans on stone piers, with the ex-
ception of the draw. The Commission were also
obliged to increase the elevation of the bridge four
feet. These two extra items increased the éxpense
of the bridge over the original estimate.

A great many names were suggested for the
bridge, — Blaxton, Chester, Shawmut, Longfellow, and
many others. The Commissioners voted on July 5
to name' it Harvard Bridge, in honor of the Rev.
John Harvard, founder of Harvard College.

The general plan and specifications were approved
by the Harbor and Land Commissioners on July
14, 1887, and the plans were placed on record in
the counties of Suffolk and Middlesex.

In 1888 the Boston and Roxbury Mill Corpora-
tion applicd for an injunction against the Commis-
sioners and the contractors for alleged trespass upon

the West Chester park extension; but the Court
refused to grant it.
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The Act providing for the construction of the
bridge, also provided for the laying out of the
avenues thercto. A controversy arose between the
city of Cambridge and the Railroad Commissioners
‘as to whether or not the extension of Front street,
on the Cambridge side, should cross the Grand
Junction Railrodd at grade. This resulted in the
non-completion of the approach to the bridge across
the flats on the Cambridge side.

This matter was investigated by the Legislature
and the Courts, and final action was not had until
the spring of 1891, when it was decided that the
grade crossing could remain. Work on the Cam-
bridge side was then vigorously pushed and com-
pleted, so that the bridge was opened for travel
on September 1, 1891,
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‘The principal contracts in the work are shown

in the following table :

|

Electric ravwrr to operate dravw..

Contract for Cantractor. Addroess,
Masonry plers ........ veenvens Shields & Carroll.......... Toronto, Canada.
Kyanized spruce .ovevienesaees W.G. Barker. ..., .00 2.0, Boston.
Iron soperstrocture ....v.0e.-s Boston Bridge Works...... 44
Masonry nbutments ,...e.ee...| William H. Ward ......... Lowell, Mase.
Iron drawbtidge ...... ceeataas Toston Bridge Works. ..... Boston.
Draw foundation and pier......| Boyaton Bros. ............ "
Painting iron superstructure. ...| Boston Bridge Works...... "

- Wooden flooring. ..'... vesseneel WoH. Keyes & Co. ....... “
Fenders...eevereevee-oaesvens| Boynton Bros. .. .. soeasene o
Fence-post hases ,...esenees,.} Miller & Shaw .....o.. .0l Cambridge.
Rosdway sheathing....... s e..| Alexander McInnis........ Beston.
Iron railings..e.veereeresses..t Manly Manf, Co. .........] Dalten, Ga.
Wooden Acoriages spans, 11-12.| W, H. Keyes & Co. .......| Boston.
Draw-tender’s house .......o .[J. Buth couvivaiaiia..., . i
Painting fencet covvviavenasne. Lewis F. Permryucceins oo “
Rozdway gates.veecorsieersar.) G- W. & F. Swith Iron Co., s
Steps at draw-pler. voeavinusn.. W. H. Eeyes & Co. vevuee. "
Asphalt sidewalks....... .....] Barber Asphalt Paving Co,,| Boston,

t i . Sirapsoa Brothers .........| Newton
Ylectrie-light vﬁring ........... Boston Eleetric Light Co.,.] Boston.
i B iirainees CarabridgeElectrieLightCo.,| Cambridge.
Electric motor for draw........ Thomnson-IToustondMetorCo.,! Boston,

Cambridge Electrie Lizlit Co.j Cambridge,

e ———
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DESCRIPTION OF THE BRIDGE.

The bridge is built across the Charles river,
and connects West Chester park, in Boston, with
Front street, in Cambridge.

The length of the %ridge between centres of
bearings on abutments is 2,164 ft. 9 in.; the
distance between harbor lines, measured at centre
line of bridge, being 2,159 ft. 48 in.

The width of the bridge, excepting at and
near draw, is 69 ft. 4 in., messured betwecn centres
of railings, this width being divided into one road-
way 51 ft. wide, and two sidewalks each 9 ft.
2 in. wide. '

The draw is 48 ft. 4 in. wide between centres
of railings, the width of roadway being 34 ft. 6 in.
and the width of each sidewalk 6 ft. 11 in. The
elevations of roadway curb on bridge, above
Boston city base, are 21 ft. at abutments, and
increase to 29.5 ft. at piers 6 and 17, the bridge
being level between these two piers.

The requirement that the bridge should be
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& deck bridge, together with the grade fixed for
thc roadway, and the required head-room under
the level portion of the bridge, left but 5 ft.
available for the middle depths of main girders,
consequently only spans of moderate length could
be used in the bridge.

It was thought best to lLimit the length of
a simple span to about 75 ft, and by taking
- advantage of the cantilever principle, reduce the
number of piers. The bridge as built is composed
of fixed and suspended spans generally 75 ft. 2}
in. long, with piers averaging 90 R. 3 in. centre
to centre. _

The bed of the river at the bridge is generally
composed of a deposit of mud and other soft mate-
rial, overlying clay of varying consistency, excepting
near the ends of the bridge, where gravel is found.

The general plan and elevation of the bridge,
and the average amount of mud and soft material
in the bed of the river, is shown on Plate I

SUBSTRUCTURE.

The substructure consists of two masonry abut-
ments, twenty-threce masonry piers, and one pile
ovadation wad fender-pier for draw-span.
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The fonndations for the abutments and masomjr
p:ers were bunilt on the same general plan. The
~ bottom of the river was excavated by dredffmg

to sudh depths and over such areas, at apnd about
the proposet foundations, as ‘'was thought expedient,
in the case of the abntment foundations the dredg-.
ing being carried to 4 ft. below city base, and
to deptbs varying from 3 ft. to 15 ft. for the pier
fonndations, the depths being determined by the
amount -of soft material at .the pier. . . ... L

The Boston abntment, and all piers, exceptmg
Nos. 21, 22, and 23, rest on piles. These pxles )
are sonnd and straight spruce piles, not less than
6 in. dizmeter at the point, and of such size at
the butt that, when ent off at grade, one-half of
tbem were 10 in. diameter, and the balance. not"‘.
less than 9 in. diameter. Al measurements of . 3
piles were taken under the bark, The piles under ..
the abutment were driven vertically, but nnder the
picrs the ontside rows were driven with an mch- _
nation of one horizontal to twenty vertical. . = -
- All piles were cut off at a point sbont 2 f.
below city base, a slight variation in the levels of
the tops of the piles being allowed. After the
piles were driven a sheet-pile curbing was con-
structed about the space to be occupied by the
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foundation, the curbing being built with its top at
grade G ft. above city base, or at about half-way
between average high and low tide.

The purpose of this curbing was to form an in-
expensive coffer-dam for “half-tide” work, in con-
structing the concrete base and stone work, and
also when partially removed by cutting off at grade
.33 ft., to retain the material under and about the
piles and to protect the concrete base.

The space enclosed by the sheet-pile curbing
was filled with concrete to grade 0, the concrete

below grade 1 below city base being deposited
" around and on top of the piles throngh large sheet-
iron pipes. No dumping of concrete into the water
was allowed.

The concrete so deposited formed a water-tight
bottom to the curbing or coffer-dam, and the bal-
ance, or upper foot in thickness, of the concrete
was carefully deposited in place and levelled while
the coffer-dam was free from water.

The concrete was made of one part of Portland
cement, two parts of sand, and five parts of broken
stone or pebbles from %} in. to 2} in. in their
greatest diameter; all parts by mecasure.

The concrete foundations of the Cambridge ahut-
ment, and of pilers 21, 22 and 23, rest direetly
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upon the gravel bottom. The abutment masonry
is of granite laid in American cement mortar, made
of one part of cement and two parts of sand.
The stones in the faces of the abutments are large
rectangular blocks, laid in six courses, varying from
21 in. to 24 in. in thickmess, the stones in each
course being of equal rise. The stones are laid -
with 1-in. horizontal and vertical face joints. About
one-fifth of the face arca of the wall is composed
of headers not less than five fect in depth. Face-
stones are quarry-faced, full and pitched to line,
without drill or dog holes, and with no projections
of more than 3 in. and no hollow faces. Backing
is of large rubble-stones well bonded to face-stones.

Bridge-seat courses are rough-hammered on top
and laid with §-in. vertical joints and 1-in. hori-
zontal or bed joints. Iront of course is quarry- -
faced, piteched to Line. Parapet-courses are rough-
hammered on all exposed surfaces, and laid with
2.in. joints throughout.

All face joints in the abutments are pointed with
Portland cement mortar for a depth of 2} in.

The pier masonry is of gronite laid in Port-
land cement mortar, made of ome part of cement
and two parts of sand.

The thickuess of the piers, st boftom, is 6 ft.
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9 in., and at top 4 ft. 0 in. to 4 fi. 6 in,, ac-
cording to height of pier. The lower, or founda-
tion, course is made of headers extending the cop-
tire thickness of the pier. The beds of this course
are dressed to lay not miore than 1-in. joints, the
builds dressed to lay #-in. joints, and the vertical
joints dressed for g-in. joints, for ome foot from
faces of piers, the balance of vertical joints being
from 1in, to 1} in. wide. The end stones of the
foundation-course are of special shape.

The rise of courses in the piers, between the
concrete foundation and the coping-course, is as
follows: For piers 4 and 19, 2 ft. 3 in.; for all
other piers the lower two courses are 2 ft. 3 in.,
and the remaining courses 2 f. 0 in. The courses
above the bottom or header course are of ashler
masonry, laid in “Flemish bond,” with special
stones and boud at the ends of the piers.

The stretchers are not less than G ft. long, ex-
cepting at ends of piers, and are not less than 23
in. wide where the piers are 4 ft. thick, and not«
less than 2 ft. wide where the thickmess of the
piers exceced 4 ft., the faee batter being included
in these widths. The end vertical joints for a dis-
tanee of one foot from fiee of pier, and the heds
and builds, are dressed to lay 3$-in. joints; the
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back is quarry-split. The headers extend through

the pier and are not less than 2 fi. wide, and have

beds, builds, and one foot of vertieal joints, from

face of picr, dressed for Z-in. joints. Pier faces of

stones are quarry-faced, with no projections of more

than 3 in., and no hollow faces; they are pitched

to line and batter required. The pointed ends of

piers are cut with a 13}-in. chisel draft on each. -
side of pier. ’

The spaces bctwecn the stones of the stretcher-
courses are filled with concrete of the same kind
as used in the foundation.” The coping-course is
2 ft. thick, and is from 4 ft. 9 in. to § ft. 3 in.
wide, according to width of pier. The stones of
these courscs are dressed for 3-in. bed and verti-
cal joints, and are rough-hammcred full to line
on top. Faces are quarry-faced, pitched to line,
and show no drill or dog holes.

End stones are dowelled to stones below with
13}-in. iron dowels set in neat cement mortar.
The pointed end of this course has 13-in. chiscl
draft each side of point. Stone blocks 3 f} 6
in. by 4 ft. 6 in. and 173 in. to 24} in. thick
arc sct on the piers to take shoes of bridge
girders. They are dowelled to coping-course with
13-in. dj..amcter iron dowels sct in Portlaud cement.
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The general details of piers are shown in the’
« Section of Pier 9° on Plate 4.

The curbing is shown as cut off after the pier
was completed, the dotted portion extending to
grade 6 ft. above city base, being that used as
a coffer-dam for half-tide work. The coffer-
dams served th_e,' purpose for which they were
intended, that of facilitating the depositing and
levelling of the upper portion ~of the concrete
foundation, and allowing the stonework to be laid '
out of water. o

On many of the piers the .entire foundation-
course was laid while the curbing was free from
water between half-ebb and half-flood tide.

The foundation-piles shown are those at the
middle * of the pier. The number of piles in a
pier were 112, excepting for piers 11 and 12,
where they were increased in number to 140.

The width of the concrete foundations of piers
11 and 12 was increased to 15 f£.

The foundation of draw is made of oak piles
capped with hard-pine timber. The timbers sup-
porting bottom- track of draw are 18 ‘in. by 18 in.,
laid in two  courses upon radial timbers 18 in. by
18 in. resting on capping of piles.

The draw-pier is 56 ft. wide and 356 i, long,




HARVARD BRIDGE
HAER NO. MA-53 (Page 39)

HARVARD BRIDGE. 25

and is made of ozk piles, eapped and planked.
The caps are hard-pine and the planking is 3-in.
Iyanized spruee. The .faees of the pier are
planked with 4-in. hard-pine, laid vertically, and
fastened with 13-in. oak treenails.

Oak pile fenders, planked in same manner as
faces of draw-pier, are built on ehannel sides of
piers 11 and 12. The width of channels or
waterways at draw is 36 ft. plus.

. SUPERSTRUCTURE.

An elevation showing general construetion is
shown on Plate 2, and a general eross-seetion is
shown on Plate 3.

The superstrueture consists of 23 fixed spans
and one 'srﬁng draw-span. It is of the -eanti-
lever type, the general spans being alternately 75
ft. 2% in. and 105 ft. 3% in. between centres of
piers. The shorter spans are provided with canti-
levers 15 ft. § in. long projeeting beyond each
pier. Irom these eantilevers a span 75 ft. 2} in.
long is suspended, forming, with the cantilevers,
the longer span of 105 ft. 3% in. The end
spans and those next to draw are modifications
of this system. The main girders are plate
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girders, and are in four lines, 17 ft. 4 in. on
centres. They‘ are gencrally 8 ft. deep over
piers and 5 ft. deep at mid span, the depth
being - measured from out to out of flange angle-
irons. The general panel length is 15 fi. § in.
The girders are set upon fixed and roller shoes on
the piers, connection between girders and shoes
being made by pins. The suspended girders are
attached to cantilevers by means of pin and link
connections, which, with the rollers on the piers,
provide for expansion and contraction. ,

The floor-beams and sidewalk-brackets are plate
girders, rivefed to the main girders. The lateral
bracing systems are made of rods with loop-eyes
and sleeve-nuts, and struts of built section where
necessary. The sway bracing is of adjustable rods
or riveted angle-braces. X

'Che fixed spans of the bridge were erected
without false works. Two main girders of each
span, together with the floor-beams coming be-
tween them, were riveted together, on shore, and
transported to position on a scow. By taking
advantage” of the tide, and by arrangements for
increasing or diminishing the draught of the scow,
the span wuas casily placed upon the piers or
hung in pesition between the ecauntilevers. The
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draw span-girders are plate girders, two in num-
ber, 8 ft. deccp over turntable, 4 ft. decp at cnds,
and 143 ft. 8 in. long over all. The maiu girders
are placed 35 ft. apart on centres. Ifloor-beams
and sidewalk-brackets are plate girders. '

The main girders are connected to two heavy
cross girders 6 ft. deep, which rest upon the
drum of the turntable. The turntable drum is
of wrought iron, 33 fi. in diameter and 2 ft.
6 in. decp, fitted with a planed cast-iron track,
‘Wheels are <cast irom, 21 in. in diameter, with
turned trcads 74 in. wide. DBottom track is of -
cast iron, planed on both sides.

Roadway and sidewalk stringers are hard-pine,
notched to floor-beams and sidcwalk-brackets, to
give required grade and pitch to sidewalks and
roadway.

The under conrse of roadway plank on fixed
spans is 4-in. thick Lkyanized spruce, and the
upper course 2-in. thick spruce, exccpting between
thc strect-car tracks, where it is 3 in. thick. The
roadway is provided with iron scuppers for drain-
ing it.  Sidewalk plank on fixed spans is 2i-in.
thick kyanized spruce.

.The wearing surface of the walks is madc of
asphalt, laid in the following manner: The plank
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having been covered with heavy shecathing-paper,
a layer of gravel and pebbles, or small stone
screenings, mixed with coal-tar pitch, was laid,
this layer being approximately 4 in. thiek; on this
base a layer of asphalt § in. thick was placed,
Barber Trinidad Asphalt being used on omne-half of
the work and Limmer Asphalt Mastie being used
on the other half.

The inner edges of the sidewalk are fitted with an
angle-iron guard, and the outer edges are provided
with a white-pine facia and galvanized iron edg-
ing. The flooring for the draw-spans is the same
as that for the fixed spans, excepting that the
sidewalk is covered with 2-in. thick white-pine
plank.

The railing posts are ecast iron, and are eon-
nected to spccial ecastings fastened to ends of
sidewalk brackets. Every other post extends above
the hand-rail and carries a globe for a light. The
upper or hand rail of the railing is made of a
33-in. diameter boiler-tube and a 13-in. channcl-iron,
the lower rail is made of a 23-in. channel-iron, and
the intermediate rail of 1} in. X § in. bar-iron.
‘The vertical rods are 3 in. diameter.

One-half of the lamp-posts on the fixed spans,
and all of those on the draw, are provided with
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incandescent electric lights; the balance of the
lamp-posts being fitted with gas-lights.

The power for operating the draw is obtained
from a 10-horse power Thomson-Houston electric
motor placed under the roadway, and connected
to gearing which can also be operated by hand-
power. The draw is also provided with a friction-
brake for controlling its motion during opening
and landing. The motor and brake are operated
from a point on the sidewalk of the draw.

The cost of construction to March 1, 1892, was
$510,642.86.
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The cffecet that the bridge will have npon both
cities is obvions. The low land and inarshes on
the Cambridge side, formerly almost valucless, have
been filled in and have become valuable; and
Cambridge 15~ now connected with the choicest
residential portions of Boston. The residents of
the Back Bay, South End, Roxbury, and other
southern sections of Boston are now connected
directly, by way of West Chester park and the
bridge, with Cambridge, Belmont, Arlington, and
adjacent towns; and this thorbughfare in Boston,
it is Delieved, will wultimately be the central one
of the city. '

Commissioner Leander Greeley died Feb. 15, 1891.°
Mr. Grecley was held in high esteem in Cambridge,
where he was a well-known business man, a
director in secveral banks, an ex-member of both
branches of the city government, and ideutified gen-
erally with the business intercsts of Cambridge.




HARVARD BRIDGE
HAER NO. MA-53 (Page4s)
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1887 CONSTRUCTION. 18g1

1887-1888.

HUGH O'BRIEEN . . . . . . . {Mapor of Boston.
WILLIAM Eo RUSSELL . . . . Wajﬂf Of Cambridgt.

LEANDER GREELEY . . . . e . Cambridge,
WALTER H. FRENCH, Secretary . . . « « ‘Boston,
18891890,

THOMAS N.HART . . .. .+ . . {Mayor of Bosion.
HENRY H. GLIMORE. . . . . Mayor of Cambridge.
LEANDER GREELEY . . . . . . . Cambridge.
W. J. SPAULDING, Secretary . . e . Cambridge,
1891,

NATHAN MATTHEWS, JR. . « « « HMayor of Bosion.
ALPHEUS B. ALGER . . . . . Mayor of Cambridge.
*LEANDER GREELEY. . . . . . .  Cambridg.
GEORGE W. GALE . . . . . . . Cambridge.
NATHANIEL H. TAYLOR, Secretary. . . . . ‘Bostom

* Died February 1is, 18g1.




HARVARD BRIDGE
HAER NO. MA-53 (Page 46)

ENGINEERS.

1887 CONSTRUCTION, 1891

WILLIAM JACKSON, M.AM.SOC.C.E., City Engineer, Boston,
Enginter for Commissionsrs.

JOHN E. CHENEY, M.AM.SOC.C.E., Ass’t Clty Englnecr, Boston,
Principal Assisiant Enginssr for Commissioners.

SAMUEL E. TINKHAM,
Assistant Exginser.

NATHAN S. BROCK,
vAssistant . Engineer &t Bridge,

CHARLES S. PARSONS,
Chisf Clerk Engineering Diaparimens,




THE TECHNOLOGY REVIEW

November, 1924

The late summer and early fall are wit-
nessing the passing of the finest of Tech.
nology’s landmarks. The Harvard Bridge
which has so staunchly withstood a tem-
pestuous storm of vitriolic villification
ever since the Institute moved across the Charles has

Pons
Aslnorum

at last bowed its head to the tempest and bowing, is -

gone forever.

We say gone advisedly. The skeleton of the struc-
ture will remain. The superstructure will be changed.
With this decision of the authorities vanishes any dream
some may have had of a new bridge reaching toward
the Institute on axis and thereby affording the ap-
proaching traveler a proper view of the buildings. It
is a pity that with the disappearance of this possibility
there also disappears Harvard Bridge. For we may
not palter. Harvard Bridge will be Harvard Bridge
no longer,

The freshman entering this year may in his passage
across the structure gain some idea of the bridge that
was, The freshman of another year must learn of it
only by pipe-redolent reminiscence on the part of
mellow graduate. No longer will the solitary poetic
walker by night, seeking refuge for the moment from
the whirling integral sign, pause beneath its cloistering
shadows and find inspiration and rest in the xylophonic
symphonies emanating from its rumbling planks. No
more will the playful autoist of a morning be able to
indulge in his little game of so striking a loose board
with his front wheel as neatly to bowl a pedestrian
through the shadowy rail into the river below. The
times have gone ahead.

HARVARD BRIDGE
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Armies of workmen have swarmed upon the helpless
structure. They have uprooted all the remaining
boards. On the rusting girders they have placed a
camouflaging coat of gray paint, thereby adding an
apparent twenty per cent to the strength of the bridge.
To the stringers and floor beams they have added
mysterious structural shapes. Above the new steel
they have laid heavy timbers and on these, blocks of
stone. The Boston end hums with the angry drone of
the riveter. The Cambridge end is enveloped in a dark
pall of tar. The bridge proceeds to an inglorious
metainorphosis. Yet not altogether inglorious. We
are assured that the old rail will remain witha minimum
of patching. '

No doubt the new thing will be safer. Perhaps it
will be more bezutiful. Certainly it can never sound
the same., One can only live and hope for the aging
day when stones, too, become rebellious and when in-
stead of 2 tone poem in wood we may hear an orchestral
lithographic fugue; for the golden time when splinters
become flint arrow heads, for the apogee of life when
filying boards will be flying boulders and the devastation
more beautiful and more complete thereby. “Finis
coronat opus.”’
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HARVARD BRIDGE 18 PALLING DOWN

The wrechage of the old flooring is now compleie. Construction gangs are making rapid
progress wish the new, and the renewed dridge wiill, perhaps, be apen
to traffic by Decarmber 1

EX
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ARVARD Bridge is not vet rebuilt bhat plaas
for its reconstruction continue to be put forth
in mxyegsing numhers. The Metropolitan Distriet
Connnission reported on Jan-
wary - to the Legislature that
it found the propositions to
build a new hridge and to
recunstruct the present one both
to be feasible. The Commission
estimated the cost of the new
- bridge at 82,700,800 any recon-
struction of the present one
3800.000 if done in the most ex-
peasive style,
Of particular interest to
_Techaology men are the plans
drawn up by Robert D. Andrews.
. V3. for a seven-arch structure
upon lines stilar to the Bridge
_of the Trinity in Florence. The
“onter wmsonry would be of
. lnestone siniilar to that used
“in the Institute buildings and
haruwonizing in color. The Re-
_view hopes in an early issue
tv present a sympostum of plans
mvolved by Technology men for
the reconstruction of the bridge.
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METROPOLITAN DISTRICT COMMISSION
FILE No. 157--HISTORY

Agitation for a new bridge between Boston and Cambridge resulted in an
Act in 1874, another in 1882, another in 1885, and the mandatory Act of
1887, chap. 282, requested by Cambridge to compel Boston to build its
half of the bridge. Several names were suggested for the new structure
from among which Harvard was chosen in honor of the Rev. John Harvard
who donated all his library and half his estate, to the institution,
two years after the people of Massachusetts, in 1636, had foungded the
college.

{Published by City of Boston, Dept. of Public Works, 8ridge and Ferry Div.,
as a report on 0fficial Project No. 665-14-3-919, W.P.Nos. 15778 & 18849,
conducted under the auspices of the Works Progress Administration.)

2.

The Act provided for a commission composed of the mayors of Boston and
Cambridge and a third member selected by them. when It became evident
that the bricge was to be built, citizens of each city agitated for an
ornamental structure to cost wpwards of $1,000,000; but the Act of 1887,
directed the cost should be about $500,000. fActual ) cost was
$510,612.86. :

The original plans called for a pile structure for the first 200 feet of
the Boston end, it being supposed that the river embankment would be
moved out; but the Harbor and Land Commission required that the whole
distance between the Harbor Commissioner's line, 2,155 feet, should be
iron spans on stone piers, with the exception of the draw. The elevation
of the bridge also had to be Increased four feet; these two items
increased the amount of the original estimate.

In 1888, the Boston and Roxbury Mill Corporation were denied an
injunction for alleged trespass upon West Chester Park extension. The
Act also provided for the laying out of the avenues thereto. Thus the
extension of Front Street in Cambridge brought up the Grand Junction
Railroad grade crossing; this resulted in the non-completion of the
approach across the flats on the Cambridge side for some months. The
Legislature and the courts decided in 1B91 that the grade crossing
should remain. The plans were approved by the Harbor and Lang
Commission, July 14, 1887.

The bridge extends from Massachusetts Avenue (Formerly West Chester
Park ), Boston, to Front Street, Cambridge. Between centers of bearings
on abutments it is 2164 feet 9 linches; between narbor lines it is 2159
feet 4 5/8 Inches at the center line of the bridge. Excepting at and
near the draw, the widlh is 69 feet 4 inches, including two 9 foot 2
inch sioewalks, leaving tne roaoway 51 feet, Tne oraw was 48 feet 4
inches. The elevations of roadway curb, above Boston city base, are 21
feet at abutments and increase to 29.5 feet at piers § and 17,

The substructure consists of two masonry abutments, 24 masonry piers ano
one pile foundation and fenoer pier for the oraw. ODredging for the
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abutments was carried to 4 feet below city base, and varied from 3 to 15
feet for the piers. The Boston abutmest and all piers, except Nos. 21,
22 and 23, are on plles, which are vertical under the abutments, while
the outside rows under the piers are one horizontal to 20 vertical; they
were all cut off 2 feet below city base. Concrete was laid on the piles
as a foundation for the granite, except at the Cambridge '

abutment and of piers 21, 22 and 23, which rest directly on the gravel.
The piers are & feet § Inches at the bottom and 4 feet to 4 1/2 feet at
the top, according to height.

The draw foundation was of ocak piles capped with 18 x 18 inch hard pine,
laid in two courses, on radial timbers 18 x 18 inch, resting on capping
of piles. The draw pier was also on oak piles, capped and planked with
hard pine and spruce. It was 356 feet by 56 feet.

The superstructure is of 23 fixed spans and originally a swing draw
which was replaced in 1924 by two fixed spans 157 feet long. It is of
the cantilever type, the spans being alternately 75 feet 2 1/2 inches
and 105 feet 3 1/2 inches between pier chuters, the shorter ones being
provided with cantilevers 15 feet 1/2 inch long, projecting beyond each
pier. From these cantilevers a 75 foot 2 1/2 inch span 1s suspended,
forming the 105 foot 3 1/2 inch span; the end spans and those next the
dgraw are modifications.

The main girders are plate, in four lines, 17 feet 4 Inches on
centers, generally 8 feet over piers and 5 feet deep at midspan; the
general panel length is 15 feet 1/2 inch. Girders are set on fixed and
roller shoes on the piers, virders and shoes being pin-connected. To
provide for expansion and contraction, the suspended girders are
attached to cantilevers by pin and link, Likewise, the floor beams and
sidewalk brackets are plate girders riveted to the main girders.
Lateral bracing are rods with loop eyes and sleeve nuts, and struts of
- built section were necessary; the sway bracing is of adjustable rods
or riveted angle braces.

The original roagway and sidewalk stringers were of hard pine; the
under course of roadway plank, on fixed spans was 4 inch thick
spruce; sidewalks were asphalt.

Shields & Carrol of Teoronto, Canada, bulilt the plers; the Boston
gridge works, the iron superstructure and iron draw and painted the
superstructure; william H. ward of Lowell, Mass., bullt the abutments;
and Boynton Bros., the doraw foundation, piler and fenders. Reference:
Harvarg Bridge Caommissioner's Rsport 1892. '

The Act of 1524, Chapter 442, placed the care of the bridge with tne
Metrogolitan District Commission, authorized its strengthening and
ouilding of a fixed span in place of the draw. The cost of this work
was apportioned;- 30% by the cities and towns of the Metropolitan
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Parks District, excluding Boston end Cembridge, in proportions based

on taxable values; 45X by Boston and 25% by Cambridge.

Steel stringers replaced the old wood stringers, and é-inch hard pine
planks supported a granite paved surface and a concrete curb along the
granolithic sicewalks. The draw was replaced with two 157 foot steel
spans and made as wide as the rest of the structure. Reference:-
Public works Dept. Report, 1924.

The draw girders were placed outside the original giders and a masonry
pier replaced the old wood pier.

In the center section of the bf.idge supporting the car tracks, new ten
inch hangers replaced the old 4 inch hangers. James Grande executed
the contract. Reference:- Boston Zlevated File.
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Chapter 314
Acts of 1874

An Act to authorize the construction of a new bridge and Avenue across
the Charles River between Boston and Cambridge.
Be it enacted, etc., as follows:

Section 1. The citizens of Boston and Cambridge are authorized, subject to
the provisions of the one hundred and forty-ninth Chapter of the Acts of
the year eighteen hundred and sixty-six to construct a bridge and avenue as
hereinafter provided across Charles River from a point on Beacon Street in
Boston to a point in Cambridge west of the westerly line of the lands of
the Boston and Albany Railroad. The location of said bridge and Avenue
shall be vetermined by the City Councils of said cities subject to the
approval of the Board of Harbor Commissioners and subject moreover to this
limitation, namely, that the line thereof shall not be north-east of a line
drawn from the junction of Beacon Street and Westchester Park in Boston to
the Junction of Front Street, In said Cambridge, extended with said lands
of the Boston and Albany Railroad: nor south-west of a line from the
Junction of Beacon Street, Brookline Avenue and Brighton Avenue in Boston
to Putnam Avenue at its junction with said lands of the Boston and Albany
Railroad in Cambridge. Said bridge shall have a draw with a clear opening
of at least thirty-six feet in width for the passage of vessels.

Section 2. Said bridge shall be firmly constructed of Iiron resting upon
stone plers and abutments: the piers and abutments to be of such size,
shape and construction and to be at such distances from each other as the
" marbor Commissioners, upon application made by said cities, upon such

notice as said Commissioners deem proper, and after a hearing thereupon,
shall determine and certify to each of said cities, and no piers shall be
built except In accordance with such certificate. In making such
oetermination and certificate, said commissioners shall have reference to
the use of the river for pleasure boating by row boats, as well as for
other purposes. 3Said avenue within the harbor lines may be constructed of
solid filling with the approval of said Board of Harbor Commissioners.

Sectlon 3. Each city may within its own limits purchase or otherwise take
land not exceeaging one hunored feet in width for saidg brioge ang avenue
and, all ths oroceedings ralating to such taking shall be the same as In
tne care of land taken for hignways within said cities respectively with
like remedies to all parties interested; and betterments may be assessed
for the construction of said bridge and avenue in each city in like manner
as for the laying out of highways, under the bpetterment acts In four in
each city, respectively, with like remediess to all parties interested.

-~
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Section 4. Each of said cities shall bear the expense, including land
dgamages, of constructing part of said bridge and avenue as lies within its
own limits; excepting that the expense of constructing so much thereof,
including the draw, as shall lie between the harbor lines, shall be borne
equally, by both cities., And the care and management of said bridge and
oraw shall be vested Iin the Board of Commissioners provided for in section
six of Chapter three hundred and two of the Acts of the year 1870.

Section 5. Such bridge and avenue when completed shall be a public highway
and the expense of maintaining the bridge and draw and keeping the bridgge
and draw in repair and affording all proper and necessary accommodation for
the passage of vessels through the bridge by day or night shall be borne
equally by sald cities, and said cities shall be jointly liable for all
damage resulting from any defect or want of repair in said bridge and draw
by carelessness or neglect in the care of sald bridge and draw.

Section 6. Where said bridge and avenue cross the Boston and Albany
Rallroad, it shall be at such grade as will leave a clear opening of not
less than eighteen feet above the tracks of said railroad as now laid, of
sufficient width to permit the ogperation of a double track. The expense of
the necessary and convenient abutments at such crossing and such retaining
walls as may be required on such lands of said railroad shall be equitably
apportioned by the Board of Railroad Commissioners between said City of
Cambridge and the Boston and Albany Railroad Company.

Section 7. In order to decice what part of saig avenue shall be maintained
by both cities in accordance with the provisions of the fifth section of
this act, it is hereby determined that the line of solid filling authorized
by -the Board of Harbor Commissioners as provided in the second section of
tnis act, shall be the limit of the bridge.

Section 8. This act shall not authorize the construction of any bridge
which shall not have been btegun within three years, and completed within
five years from its passage.

Section 9. This act shall take effect upon its passage.

Approved June 8, 1874,

o
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Chapter 155
Acts of 1882

An Act to Authorize the Cities of Boston and Cambridge to (onstruct
and Maintain a Bridge over Charles River.

Be It enacted, etc., as follows:

Section 1. The Cities of Boston and Cambridge are authorized to construct a
bridge and avenue across Charles River, from a point on Beacon Street, in
Boston, to a point in Cambridge, west of the westerly line of the Boston
and Albany Railroad. The location of said brioge and avenue shall be
determined by the City Councils of said Cities acting separately subject to
the approval of the Board of Harbor and Land Commissioners so far as it
affects the harbor, and subject moreover to the limitation that the line
thereof shall not be northeast.of a line drawn from the junction of Beacon
Street and Westchester Park in Boston to the junction of the harbor line
with Front Street, extended, in Cambridge, nor southwest of a line drawn
from the junction of Beacon Street, Brookline Avenue and Brighton Avenue in
Boston, to the junction of the Boston and Albany Railroad with Putnam
Avenue, extended, in Cambrioge. Said bridge shall have a draw with a clear
opening of at least thirty-eight feet in width for the passing of vessels.

Section 2. S5aig bridge shall be constructed of such msterials of the said
cities may agree wpon, but on iron or stone piers and abutments, to be of
such size, shape and construction, and be at such distance from one
another, as the said B8oard of Harbor and Landg Comnissioners, wpon
application made by said cities upon such notice o~ ~~i:l 3i-rd may deem
proper, and after a hearing thereon shall determine and certify to each of
sald cities; and no pier or abutment shall be built except in accordance
with such certificate. The avenue, with the exception of the portion
between the harbor lines, may be constructed of solig filling with the
approval of the said Board of Harbor and Land Commissioners. WNeither city
shall separately enter upon the construction of said bridge but they shall
Jjointly proceed to construct the same In accordance with plans to be
submitted to and approved by the councils of said cities concurrently and
by the saio Board of Harbor and Land Commissioners.

Section 3. Each city may witnin Iits own limits purchase or otherwise take
langs not excesoing one hundred and twenty-five feet in wigth for said
ridge and avenue; and all the proceedings related to such taking shall be
the same as in the case of land taken for highways within said cities
respectively with like remedies to all parties interested, and betterments
may be assesseo for tne construction of said bridge and avenue in each city
in like manner 3s for the layiny out of highways under the petterment act
in force in each city respectively with like remedies to all parties
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interested.

Section 4. Each of said cities shall bear the expense including land
damages. of constructing such part of said bridge and avenue as lies wupon
Its own side of the Charles River; but the expense of constructing so much
thereof including the draw as shall be between the harbor lines shall be
borne by both cities In such proportion as may be agreed won by the two
cities. The care and management of said bridge and draw shall be vested in
the Board of Commissioners consisting of one person from each city chosen
in accordance with such ordinances as said city shall respectively
establish and until such Commissioners are chosen, the Mayars of said
cities shall ex-officiio constitute such Commissioners.

Section 5. Said avenue and bridge when completed shall be a public highway
and the expense of maintaining in repair that part thereof which lies
between the harbor lines and of keeping the draw in repair and of tending
the draw day and night for the passage shall be borne eqgually by the two
cities and all dsmages recovered of any defect or want of repair, in that
part of the bridge between the harbor lines or in the draw shall be paid
equally by said cities.

Section €. Sald avenue may cross at gqrade any railroad operated by steam
and the Board of Railroad Commissioners shall upon the application of
either city or any railroad corporation prescribe the details of the
crossing, and certify to the parties its decision which decision may be
enforced by proper process in equity.

Section 7. Each of said cities may issue bonds In payment in whole or in
part of the expense incurred by it under this act. Such bonds may bear
interest payable semi-annually in a rate not exceeding six per cent per
annum and shall be payable at such time not less than thirty yzars from
their respective dates as shall be determined by said cities respectively
and expressively wupon the face of the bonds. Nothing however contained
herein shall warrant an increase of municipal Indebtedness by and the
limitations prescribed by section four of Chapter twenty-nine of the Public
Statutes.

Section 8. This act snall be void wnless that portion of the bridge between
the narbor lines shall oe constructed within ten years for the passage
thereof.

Approved, April 14, 1882.
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Chapter 129
Acts of 1885

An Act to amend an Act to authorize the Cities of Boston and Cambridge
to construct and maintain a bridge over Charles River.

Be it enacted, etc., as follows:

The first section of the one hundred and fifty-fifth Chapter of the Acts of
the year eighteen hundred and eighty-two, entitled "An Act to authorize the
Cities of Boston and Cambridge to construct and maintain a bridge over
Charles River®, is amended so as to require that said bridge shall have a
draw with a clear opening of at least thirty-six feet In width for the
passage of vessels, and shall not be required to have a draw of greagter
wigth, until the several bridges over Charles River below said bridge are
required to have draws of greater clear opening than thirty-six feet, when
the draw in said bridge shall be widened so as to conform thereto.
Approved, April 3, 1885.
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Chapter 282
Acts of 1887

An Act in further amendment of an Act to authorize the Cities of
Boston and Cambridge to construct and maintain a bridge over Charles River.

Be it enacted, etc., as follows:

Section 1. The Mayor of the (ity of Boston for the time being, the Mayor of
the City of Cambrioge for the time being, and one discreet person to be
appointed by them, who shall hold his office wntil removed by the
concurrent action of both of said mayors, shall constitute a Board of
Commissioners, wupon the request of either of them, the Governor by and with
the advice and consent of the Council shall appoint said third
fommissioner, and said board is hereby authorized and required to construct
a bridge and avenue across Charles River, between West Chester Park, In
Boston, and Front Street, extended, in Cambridge, substantially in
accordance with plans prepared by the City Engineer of the City of Boston,
dated December, 1884, and approved by the City Councils of said cities;
sub ject, however, to the approval of said plans by the Board of Harbor and
Land Commissioners, and subject to the provisions of Chapter one hundred
and fifty-five of the Acts of the year 1882, and of Chapter one hundred and
twenty-nine of the Acts of the year 1885 except so far as said acts ale
modified by this act; and it shall be the duty of each of said cities to
raise and, upon the requisition of said Commissioners, to pay one-half of
the expenses incurred In building said bridge and avenue between the harbor
lines, as now established by law on said river, including the draw and
draw-piers.

Section 2. The City of Boston, in order to defray its share of the cost of
ouilding said bridge, is authorized to raise not exceeding two hundred and
fifty-thousand dollars, by loan, in excess of the limit prescribed by law.

Section 3. Said Commissioners, with the approval of the Boards of Alcerman
of the two cities, and of the Board of Harbor and Land Commissioners, and
subject to the provisions and Chapter one hundred and fifty-five of the
Acts of the year eighteen hunored and eighty-two, may change, alter, and
modify the plans of $aid brioge.

Section 4. The Boards of Aldermen of said cities may, by concurrent vote,
authorize the running of street cars over said bridge, and may set apart a
portion of said bridge for the special use of sStreet cars on such
conditions, ano subject to such regulations as said boargs may adopt.

section 5. This act shall tske effect won its passage,
. ~ May 18, 1887 -
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Chapter 442
Act of 1924

An Act requiring the Metropelitan District Commission to strengthen,
repave and repair the bridge in Massachusetls Avenue across the Charles
River Basin between Boston and Cambridge, and to alter the draw span in
said bridge to a fixed span.

whereas, the deferred operation of this act would be inconsistant with
its purpose to eliminate without unnecessary delay the danger involved in
the continued use of said bridge in Its present condition, therefor this
act 1s hereby declared to be an emergancy law, necessary for the immediate
preservation of the public safety and convenience.

Be It enacted, etc., as follows:

Section 1. The Metropolitan District Commission is hereby authorized and
directed to strengthen, repave with a pavement of vitrified brick, asphalt,
or other suitable surface of similar lasting character, and repair the
bridge in Massachusetts Avenue across the Charles River Basin between
Boston and Cambridge, and to alter the draw span in said bridge into a
fixed span equal in width to the rest of the bridge, and for these
purposes, it may expend not exceeding six hundred thousand dollars.

Section 2. Salaries and wages of employees of the Commission while engaged
in the work herein authorized, interest on all money borrowed by the State
Treasurer on the credit of the Commonwealth as provided in this section,
and all other expenses Incurred in carrying out the provisions of this act
shall be deemed to be a part of the expenditures authorized by this act,
and shall in the first instance be paid by the Commonwealth. For tnis
purpose the State Treasyrer may borrow on the credit of the Commonwealth
such sum or sums of money as may from time to time be certified to him by
sald Commission as required therefor, and may issue temporary notes of the
Commonwealth therefor, carrying such rates of interest as the State
Treasurer may fix, with the approval of the Governor and Council, and for
such term or terms as shall be recommended by the Governor in

pursuance of section three of Article LXII of the Amendments of the
Constitution; and on the orcer of the Commission the State Treasurer shall
make payments from time to time on account of the work don: under this act.

Section 3. When the Commission has completed the work autnorized by tnis
act, the cost thereof, as certified by th: Commission, shall be paid as
follows; thirty per cent by the cities and towns of the Metropolitan Parks
District, excluding Boston and Cambridge, in proportions based wpon the
ratios which tne respective taxable valuations of said cities and towns, as
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last determined by the General Court, bear to their taxable valuation;
forty-five per cent by the City of Boston; and twenty-five per cent by the
City of Cambridge. The State Treasurer shall include in the state tax
levied next after the completion of work upon each of said cities and
towns, except Boston and Cambridge, the proportionate part of said cost to
be paid by said city or town as herein provided, and the same shall be
collected as a part of the State Tax of said city or town.

Section 4. To meet the payment required by this act of the City of Boston
and of Cambridge, each such city may borrow outside its limit of
ingebtedness such sums as. may be necessary, not exceeding, In the
aggregate, the amount of such payment, and may issue its notes or bonds
therefor, which shall bear on their face the name of the City and the
designation Massachusetts Avenue Bridge Loan, Act of 1924. Each authorized
issue shall constitute a separate loan, and such loans shall be payable in
not exceeding five years from their dates. Except as otherwise provided by
this section, any indebtedness incurred here under by the City of Cambrioge
shall be subject to the provisions of Chapter forty-four of the

General Law,

Section 5. when the work herein authorized shall have been completed, said
brigge shall be maintained as a public highway and, sSo far as consistant
with such purpose, the Metropolitan District Commission shall have over the
same all powers, and authority and be subject to the liability now
conferred and Imposed upon said commission in respect to the care, control
and maintenance of roadways and boulevards under its care and control, and
the cost of maintenance of said bridge and approaches, shall be paid as a
part of the cost of malnenance of boulevards by said Commission.
Approved, June 2, 1924
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$7,300.00

$3,533.51
33,067.82
$4,875.21
$4,886.58
$5,095.91
$4,729.07
$3,285.07
$4,832.05
35,902.05
$5,248.74
$30,714.81
33,959, 24
$4,064.07
$10,44C. 49
34,251 .64
$4,3%1.02
$5,520.45
$5,722.31



1910
1911
-1912-
1913

1913

1914
1915
1916
1917
1918
1919
1920)
1924)
1925
1927
1928
1929
1930)
1939)

Expenditures (Ref.) Auditor's Report 15910
Expenditures (Ref.) Auditor's Report 19511
Expenditures (Ref.) Auditor's Report 1912
Expenditures (Ref.) Auditor's Report 1.913

Repalrs (Ref. ) Public Works Dept. 1913
{Boston ’s Share]

Expenditures (Ref.) Auditor's Report 1514
Expenditures (Ref.) Auditor's Report 1915
No data avallable

No data available

Repairs (Ref.} Auditor's Report 1918
Repairs (Ref.)} Auditor's Report 1919

No data avalilable

Rebuilt (Ref., Met, Dist. Comm. Report, 1926)

HARVARD BRIDGE
HAER No. MA-53 (page 61)

$5,200.70
$3,937.23
$5,007.56
$4,886.71
$31,133.33

$5,606. 46

$5,141.69

$10,975.63
$75,920.33

$5268,330.10

Expenditures (Ref.Met. Dist. Comm. Report, 1927) $9,214.47

Maintenance (Ref. Pub. Doc. of Mass. M.D.C. 1928) $5,660,04

Expenditures (Ref. Met. Dist. Comm. Report, 1925)  $8,975.01

Nb data available



HARVARD BRIDGE
HAER No. MA-53 (page ©2)
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